/ Kolkata Police Law Institute

(A unit of Kolkata Police Education Trust)
7, Diamond Harbour Road, Body Guard Line
Alipore, Kolkata — 7000 027

Memo No. 06 /KPLI/ Quotation Date: 11/03/26

NOTICE INVITING QUOTATIONS/] FENDER

1. Selected quotations in printed form are invited for the following work from eligible concerns as per
particular given below and will be received by the office of the Kolkata Police Law Institute.

a) Name of the work: Qutside wall repairing and painting of the new Annex Building of Kolkata Police
Law Institute at 7 D.H. Road, Kolkata -27
(for details of works please see the Annexure -I)

b) Contractors/Suppliers eligible to submit tender: Al bonafide contractors /Suppliers/Dealers/firms having
minimum 01 (one) year experience for this type of
work in any Gowt. dept/ PSU / local body

¢) Last date of receipt of quotation i 16/03/2026 up to 17.00 hrs. (IST)
d) Estimated cost of the work : Rs. 6, 39,721/-

2. The Quotation/Tender documents and other relevant particulars (if any) may be seen by the intending
quotations during office hours in the office of Principal, Kolkata Police Law Institute, 7, Diamond
Harbour Road, Body Guard Lines, Kolkata — 700027

3. The intending quotations will have to produce valid certificate of up to date clearance of the Income
Tax and Sale Tax, Professional Tax, G.8.T. and Credential / Completion Certificate /Experience
Certificate for being entitled to receive quotation documents for the work. Quotation/Tender
documents will be issued from the office of Principal, Kolkata Police Law Institute, 7, Diamond
Harbour Road, Body Guard Lines, Kolkata — 700027,

4. Quotation addressed to the Principal, Kolkata Police Law Institute, 7, Diamond Harbour Road, Body
Guard Lines, Kolkata — 700027, should and to be sent in a sealed cover, super scribed the Memo No
of quotation and to be dropped in the Sealed Quotation Box at the office of Kolkata Police Law
Institute, 7, Diamond Harbour Road, Body Guard Lines, Kolkata — 700027 during working hours and
days,

5. Sealed quotation may be sent by Registered Post / Speed Post super scribing the envelope as Memo
No. 06/KPLI/Quotation so as to reach on or before the last date,

é\&uou.g/déug/w‘y/
Principal

Kolkata Police Law Institute

Principat

Kolkata Police Law Instityte




Annexure-(I)

(Refer Quotation Notice No.06 /KPLI /Quotation date — 11.03.2026

Schedule of Work:

Quantity

Rate

Unit

Amount

!‘J

Stripping off worn out plaster and raking out joints of walls,
ceilings etc. 27 up to any height and in any floor including
removing rubbish within a lead of 75m as directed.

(a) Applying 2 coats of bonding agent with synthetic multi-
functional 27 rubber emulsion having adhesive and water proofing
properties by mixing with water in proportion (1 bonding agent: 4
water: 6 cement) as per Manufacturer's specification [Cement to be
supplied by the Department)

Plaster (to wall, floor, ceiling etc.) with sand and cement mortar 2
including round off or chamfering corners as directed and raking
out joints including throating, nosing and drip course,
scaffolding/staging where necessary (Ground floor). [Excluding
cost of chipping over concrete surface). (ili) With 1:3 cement
mortar, (a) 20 mm thick plaster

Cleaning the concrete surface by removing dirt and debris, marking
defective locations and removing loose concrete by careful
stripping until hard surface is exposed, cutting the concrete to
regular shape, wire brushing the exposed surface and removing
debris from site complete as per direction of the Engineerin -
Charge.

Cleaning the exposed reinforcement preferably upto full diameter
by wire brush, applying two coats of polymer-based rust removing
compound left for 24 hours, removing the coating and then applying
two (2) coats of polymer modified anti corrosive protective coating
formulated to inhibit the corrosion of reinforcement as per
manufacturer's specification]

Applying epoxy based reactive joining agent for joining the old
concrete with fresh concrete to be applied within manufacturer's
specified time a per manufacturers specification, (0.4 Kg / m? of
concrete surface). Not Applicable only when the full diameter of
reinforcement steel is exposed.

Cement concrete (1:1.5:3) with graded stone chips 5.6 mm size
withhexagonal square mesh wire netting, L.R.C. fabric mesh or X.P.
M. fit and fixed after tying the existing reinforcement on concrete
withoutdistributing the same and with proper scarping and cleaning
reinforcement and disturbed concrete with wire brush ete. after
apply coat of cement including the cost of wire netting LR.C or X.
P. M &cost of all handling and scaffolding complete as per
direction of Engineer in -charge. (¢) 37.5mm thick

Removal of rubbish.earth etc. from the working site and disposal of

275 sqmtr

275 sqmtr

275 sqmtr

65.88 sqmtr

13.18 sgmtr

65.88 sgmtr

65.88 sqmir

12.50 cum

19.00

88.00

213.00

90.00

782.00

309.00

593.00

166.00

Sqmtr

Sqmtr

Sqmtr

Sqmtr

Sqmtr

Sqmtr

Sqmtr

Cum

5225.00

24200.00

58575.00

5929.00

10303.63

20356.92

39066.84

2075.00
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the same beyond the compound, in conformity with the Municipal
/Corporation Rules for such disposal, loading into truck and
cleaning the site in all respect as per direction of Engineer in
charge.

Extra rate for using water proofing and plasticising admixture @
0.2% by weight of cement (or at manufacturer's specified rate) for
conerete of various grades,

Ordinary Cement concrete (mix 1:2:4) with graded stone chips
(6mm nominal size) excluding shuttering and reinforcement, if any,
in ground floor as per relevant IS codes. Pakur variety

Making one set of scaffolding only for replacing glass panels,
painting, uprooting plant and another repairing works of building
and S&P works for external works only with 10 cm. dia bamboo as
main posts at the rate of 1 metre centre to centre and 7.5 cm, dia
bamboo ties @ 0.75 metre apart fitting and fixing with necessary
coir, nails etc. as per direction of the Engineer-in-charge. (This item
should be executed only after prior approval of the Engineer-in-
charge). Firstly, one number to be paid and then labour rate for
shifting up to further nineteenth (19) times

Scraping of moss, blisters etc.thoroughly from exterior surface of
walls 14 necessitating the use of scraper, wire brush etc. (Payment
against this item will be made only when this has been done on the
specific direction of the Engineer-in-charge)

Applying Exterior grade Acrylic primer of approved quality and
brand on l-plastered or concrete surface old or new surface to
receive decorative textured(matt finish) or smooth finish acrylic
exterior emulsion paint including scrapin g and preparing the surface
throughly, complete as per manufacturer's specification and as per
direction of the EIC.In Ground Floor: (b) Two Coats. (ii) Solvent
based interior grade Acrylic Primer

Applying decorative cement-based paint of approved quality after
preparing the surface including scraping the same thoroughly
(plastered or concrete surface) as per manufacturer's specification.
In Ground floor: (iit) Two coats.

Rendering the Surface of walls and ceiling with White Cement base
water proof wall putty of approved make & brand. (1.5 mm thick)

Protective and Decorative Textured exterior high class matt finish
paint of approved quality, composed of special Tharmoplastic Resin
containing fine crystalline additives derive from Granite as per
manufacturer's specification and as per direction of EIC to be
applied over acrylic primer as required, The rate includes cost of
material, labour, scaffolding and all incidental charges but
excluding the cost of primer.In Ground floor. Two Coat

2550kg | 119.00

1.05 cum 5449.00

1485.00
Sqmtr 700

1485.00 45.10
sqmir

1485.00 49.00
sgmtr

445.00 22
sqmir

1485.00 101.00
sgmitr

28.00 each | 279.00
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Cum
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Sqmtr

Sqmtr
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3034.50

5721.45

7812.00

10395.00

66973.50

72765.00

54351.00

149985.00
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